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(11) For all models of the Lockheed 
L–1011, the flight cycle implementation 
time is 27,000 flights. 

(12) For the Fokker F–28 Mark 1000, 
2000, 3000, and 4000, the flight cycle im-
plementation time is 60,000 flights. 

(b) For turbine-powered transport 
category airplanes with a type certifi-
cate issued after January 1, 1958, and 
either a maximum type certificated 
passenger capacity of 30 or more, or a 
maximum type certificated payload ca-
pacity of 7,500 pounds or more, no later 
than December 6, 2004, the program re-
quired by paragraph (a) of this section 
must include instructions for mainte-
nance and inspection of the fuel tank 
systems. These instructions must ad-
dress the actual configuration of the 
fuel tank systems of each affected air-
plane and must be approved by the 
FAA Aircraft Certification Office 
(ACO), or office of the Transport Air-
plane Directorate, having cognizance 
over the type certificate for the af-
fected airplane. Operators must submit 
their request through an appropriate 
FAA Principal Maintenance Inspector, 
who may add comments and then send 
it to the manager of the appropriate of-
fice. Thereafter the approved instruc-
tions can be revised only with the ap-
proval of the FAA Aircraft Certifi-
cation Office (ACO), or office of the 
Transport Airplane Directorate, having 
cognizance over the type certificate for 
the affected airplane. Operators must 
submit their requests for revisions 
through an appropriate FAA Principal 
Maintenance Inspector, who may add 
comments and then send it to the man-
ager of the appropriate office. 

[Doc. No. 29104, 65 FR 24126, Apr. 25, 2000; 65 
FR 35703, June 5, 2000, as amended by Amdt. 
129–30, 66 FR 23131, May 7, 2001; Amdt. 129–35, 
67 FR 72834, Dec. 9, 2002]

§ 129.33 Aging airplane inspections 
and records reviews for U.S.-reg-
istered multiengine aircraft. 

(a) Operation after inspection and 
records review. After the dates specified 
in this paragraph, a foreign air carrier 
or foreign person may not operate a 
U.S.-registered multiengine airplane 
under this part unless the Adminis-
trator has notified the foreign air car-
rier or foreign person that the Admin-
istrator has completed the aging air-

plane inspection and records review re-
quired by this section. During the in-
spection and records review, the for-
eign air carrier or foreign person must 
demonstrate to the Administrator that 
the maintenance of age sensitive parts 
and components of the airplane has 
been adequate and timely enough to 
ensure the highest degree of safety. 

(1) Airplanes exceeding 24 years in serv-
ice on December 8, 2003; initial and re-
petitive inspections and records reviews. 
For an airplane that has exceeded 24 
years in service on December 8, 2003, no 
later than December 5, 2007, and there-
after at intervals not to exceed 7 years. 

(2) Airplanes exceeding 14 years in serv-
ice but not 24 years in service on Decem-
ber 8, 2003; initial and repetitive inspec-
tions and records reviews. For an air-
plane that has exceeded 14 years in 
service, but not 24 years in service, on 
December 8, 2003, no later than Decem-
ber 4, 2008, and thereafter at intervals 
not to exceed 7 years. 

(3) Airplanes not exceeding 14 years in 
service on December 8, 2003; initial and 
repetitive inspections and records reviews. 
For an airplane that has not exceeded 
14 years in service on December 8, 2003, 
no later than 5 years after the start of 
the airplane’s 15th year in service and 
thereafter at intervals not to exceed 7 
years. 

(b) Unforeseen schedule conflict. In the 
event of an unforeseen scheduling con-
flict for a specific airplane, the Admin-
istrator may approve an extension of 
up to 90 days beyond an interval speci-
fied in paragraph (b) of this section. 

(c) Airplane and records availability. 
The foreign air carrier or foreign per-
son must make available to the Admin-
istrator each U.S.-registered multien-
gine airplane for which an inspection 
and records review is required under 
this section, in a condition for inspec-
tion specified by the Administrator, to-
gether with the records containing the 
following information: 

(1) Total years in service of the air-
plane; 

(2) Total flight hours of the airframe; 
(3) Total flight cycles of the air-

frame; 
(4) Date of the last inspection and 

records review required by this section; 
(5) Current status of life-limited 

parts of the airframe; 
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(6) Time since the last overhaul of all 
structural components required to be 
overhauled on a specific time basis; 

(7) Current inspection status of the 
airplane, including the time since the 
last inspection required by the inspec-
tion program under which the airplane 
is maintained; 

(8) Current status of the following, 
including the method of compliance: 

(i) Airworthiness directives; 
(ii) Corrosion Prevention and Control 

Programs; and 
(iii) Inspections and procedures re-

quired by § 129.16 of this part; 
(9) A list of major structural alter-

ations; and 
(10) A report of major structural re-

pairs and the current inspection status 
for those repairs. 

(d) Notification to Administrator. Each 
foreign air carrier or foreign person 
must notify the Administrator at least 
60 days before the date on which the 
airplane and airplane records will be 
made available for the inspection and 
records review. 

[Doc. No. FAA–1999–5401, 67 FR 72763, Dec. 6, 
2002]

APPENDIX A TO PART 129—APPLICATION 
FOR OPERATIONS SPECIFICATIONS BY 
FOREIGN AIR CARRIERS 

(a) General. Each application must be exe-
cuted by an authorized officer or employee of 
the applicant having knowledge of the mat-
ter set forth therein, and must have attached 
thereto two copies of the appropriate written 
authority issued to that officer or employee 
by the applicant. Negotiations for permis-
sion to use airports under U.S. military ju-
risdiction is effected through the respective 
embassy of the foreign government and the 
United States Department of State. 

(b) Format of application. The following out-
line must be followed in completing the in-
formation to be submitted in the applica-
tion. 

APPLICATION FOR FOREIGN AIR CARRIER 
OPERATIONS SPECIFICATIONS 

(OUTLINE) 

In accordance with the Federal Aviation 
Act of 1958 (49 U.S.C. 1372) and part 129 of the 
Federal Air Regulations, application is here-
by made for the issuance of Foreign Oper-
ations Specifications. 

Give exact name and full post office ad-
dress of applicant. 

Give the name, title, and post office ad-
dress (within the United States if possible) of 

the official or employee to whom correspond-
ence in regard to the application is to be ad-
dressed. 

Unless otherwise specified, the applicant 
must submit the following information only 
with respect to those parts of his proposed 
operations that will be conducted within the 
United States. 

SECTION I. Operations. State whether the 
operation proposed is day or night, visual 
flight rules, instrument flight rules, or a par-
ticular combination thereof. 

SEC. II. Operational plans. State the route 
by which entry will be made into the United 
States, and the route to be flown therein. 

SEC. III. A. Route. Submit a map suitable 
for aerial navigation upon which is indicated 
the exact geographical track of the proposed 
route from the last point of foreign depar-
ture to the United States terminal, showing 
the regular terminal, and alternate airports, 
and radio navigational facilities. This mate-
rial will be indicated in a manner that will 
facilitate identification. The applicant may 
use any method that will clearly distinguish 
the information, such as different colors, dif-
ferent types of lines, etc. For example, if dif-
ferent colors are used, the identification will 
be accomplished as follows: 

1. Regular route: Black. 
2. Regular terminal airport: Green circle. 
3. Alternate airports: Orange circle. 
4. The location of radio navigational facili-

ties which will be used in connection with 
the proposed operation, indicating the type 
of facility to be used, such as radio range 
ADF, VOR, etc. 

B. Airports. Submit the following informa-
tion with regard to each regular terminal 
and alternate to be used in the conduct of 
the proposed operation: 

1. Name of airport or landing area. 
2. Location (direction distance to and 

name of nearest city or town). 
SEC. IV. Radio facilities: Communications. 

List all ground radio communication facili-
ties to be used by the applicant in the con-
duct of the proposed operations within the 
United States and over that portion of the 
route between the last point of foreign de-
parture and the United States. 

SEC. V. Aircraft. Submit the following in-
formation in regard to each type and model 
aircraft to be used. 

A. Aircraft. 
1. Manufacturer and model number. 
2. State of origin. 
3. Single-engine or multiengine. If multi-

engine, indicate number of engines. 
4. What is the maximum takeoff and land-

ing weight to be used for each type of air-
craft? 

5. Registration markings of each U.S.-reg-
istered aircraft. 

B. Aircraft Radio. List aircraft radio equip-
ment necessary for instrument operation 
within the United States. 
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